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DATI GENERALI 
• aluminum body 
• anodic oxidation treatment for excellent 
• resistance to extreme environments 
• stainless steel screws 
• termostated heating 
• assembly manual included 
• according to RoHS directives 

GERMANIUM WINDOW 
useful window Ø 58 mm • 

anti-reflective treatment • 
extenal anti-scratch treatment (carbon coating) • 

transmission range from 7,5 to 14µm • 

IS-EXDNB940 
Explosion-proof aluminum housing 
with germanium window 

ELECTRONIC DATA  
• maximum power of the devices that can be installed 
inside the case (camera/lens): 20W max 
• maximum power of the devices that can be installed 
inside the case (camera/lens) and can be connected to 
the power supply (if pre-installed): 12W max 400mA 

MECHANICAL DATA  
useful internal space: see next page • 

IP66/IP67 • 
operating temperature from -20 °C a +60 °C • 

weight: 10,5 kg • 
CERTIFICATIONS 
ATEX 

• II 2G Ex db IIC T6 Gb   T a-40 °C to +60 °C 
• II 2D Ex tb IIIC T85°C Db   T a-40 °C to +60 °C 
 
• II 2G Ex db IIC T5 Gb   T a-40 °C to +75 °C 
• II 2D Ex tb IIIC T100°C Db   T a-40 °C to +75 °C 

IECEx 
• Ex db IIC T6 Gb    T a-40 °C to +60 °C 
• Ex tb IIIC T85 °C Db    T a-40 °C to +60 °C 

 
• Ex db IIC T5 Gb    T a-40 °C to +75 °C 
• Ex tb IIIC T100 °C Db   T a-40 °C to +75 °C 
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