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GENERAL AND MECHANICAL DATA 
• stainless steel AISI 316L 
• electropolishing 
• Horizontal rotation (Pan): 360° (continuous 
rotation) 
• rotazione vert. (Tilt): 180° (± 90°) 
• Electronically adjustable speed:  

Pan: 0 < 50° /s 
Tilt: 0 < 50° /s 

• max. error: ± 0,1° 
• operating temperature from -30 to +60 °C 
• IP66/IP67 
• cable input: 

3 x M16x1.5 metal cable glands 
1 x M25x1,5 metal cable gland 

• dimensions: See technical drawings 
• weight: 25Kg 

GERMANIUM WINDOW 
Window diameter: 35 mm / 55 mm • 

anti-reflective treatment • 
external anti-scratch treatment • 

(carbon coating) 
transmission range from 7,5 to 14µm • 

IS- QUY200TH 
Pan & Tilt positioning unit in stainless 
steel AISI 316L 

ELECTRICAL DATA 
• power supply: 

o 220/240Vac 50/60Hz - 0.5A 
o 110/120Vac 50/60Hz - 1,1A 
o 24Vac 50/60Hz -5A 

• power conumption:  
o 100W max. 
o 20 W typical  

(with P&T unit in ON mode) 

INTERFACE CONNECTIONS 
compatible with IP cameras with RS485 serial port •  

serial interface: RS485 with Pelco D • 
ethernet interface: Ethernet 10/100 • 

alarm input: 1 input (10-35Vdc) • 
alarm output:(max. 35Vdc - 0.5A) • 
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